




16) Set the block insert 
on the sawhorses 
with the side with the 
removed frame facing 
up. Place a 1/4” bead 
of caulk around the 
perimeter of the block 
insert frame approxi-
mately 1/2” from the 
edge. Leave a 1” gap in 
the caulk where the door bottom is located to provide drainage. 
Place the door over the panel so that the panel fits in the cutout 
opening. Align the door so that the panel is centered in the 
opening side-to-side and top-to-bottom.

17) Reinstall the 
keeper frame pieces. 
Make sure to align the 
holes in the keeper 
frame with the holes 
in the block insert 
panel. The frame 
pieces must go on the 
same side from which 
they were removed.

 
18) Reinstall the 
screws.

13) To protect the door  
while cutting, you  
may want to apply a  
low-tack masking tape 
outside of the cut line  
you have drawn. You  
may need more than  
one strip, depending  
on the width of your  
saw base. 

14) Starting from one  
of the holes you have  
drilled, cut along the  
marked line with a  
jigsaw. Caution: You  
may have to reposition  
the door several times  
in order to avoid cutting  
into the saw horses.  
Make sure that you use  
the appropriate saw blade and that it is long enough to cut all 
the way through the door.

15) Remove the  
material that you have  
cut out from the door.  
If you have applied  
masking tape, remove  
it at this time. 
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19) Reinstall the 
vinyl screw covers 
and remove any 
excess caulk which 
appears at the door 
insert panel.

20) Replace the 
door and insert the 
pins in the hinges. 
Now you have a 
beautiful door that 
brings light and 
style into your room.
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